
WIRELESS ETHERNET SYSTEM

ideal solution for creating a wireless backbone 
infrastructure or for extending an existing wired 
network. These systems provide wireless connectivity to

Applications for the AG-6000 modules include:

•  Homeland Security
•  Law Enforcement
•  Military 

The AG-6000 modules deliver extremely fast wireless

Additional Features Include:

Enhanced Security Features:
The AG-6000 provides maximum wireless security by
supporting WPA (Wi-Fi Protected Access), 802.1x, and
three levels of WEP Encryption (64/128/152 bit).
Other security features include MAC Address Filtering,
Wireless LAN segmentation, Disable SSID Broadcast and
support for Advanced Encryption Standard (AES).

Advanced Network Management:
Network administrators can manage the AG-6000 
settings via its Web-based configuration utility or

Model AG-6005

a wide variety of IP cameras, Video Servers, DVRs, Web
Servers and computers.  

integration with third party enterprise SNMP
management software.

through Telnet. SNMP GET commands allow

The AG-6000 series of Wireless Ethernet Systems are an

WIRELESS ETHERNET SYSTEM
4.9-5.8 GHz

•  CCTV Security & Surveillance

•  Fast Performance & Maximum Signal Rates - Very
high bi-directional data transfer rates (up to 108 Mbps
RF data rate) provide ample bandwidth to distribute

configuration utility provides live RSSI monitoring and

•  Packet Sniffer - Built-in Packet Sniffer provides
network trouble shooting capability when used with

amongst multiple cameras and other network devices.

user defined RF power levels to optimize reception.

•  Live RSSI & Definable RF Power - Web based

any third party network protocol analyzer.

4.8-6 GHz

performance from 4.8 to 6 GHz including all the FCC
approved bands from 4910 to 5825 MHz. The modules
operate in bridge mode and can be programmed to
function as base, remote or repeater units in a Point to
Point or Point to Multi-Point system.



Specifications
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120 OR 24 VAC -
12 VDC SUPPLY

POLE MOUNT

Model AH-79

Ordering Information

Additional Components
7400070A00 110 VAC / 12 VDC Power Supply Kit
7400071A00 24 VAC / 12 VDC Power Supply Kit
7400088D00 Pole Mount for >3” Dia. Pole
Option SA1          Analog Video and P/T/Z Control

WIRELESS ETHERNET CONFIGURATIONS
Operating Mode Base Unit Remote Unit Distance

Point to Multi-Point AG-6005 AG-6001 2 miles
Point to Point AG-6001 AG-6001 3 miles
Point to Multi-Point AG-6005 AG-6022 7 miles
Point to Point AG-6001 AG-6022 10 miles
Point to Point AG-6022 AG-6022 25 miles

Order one Base unit for head end plus a Remote unit for each independent switch,
video server, IP camera, etc.

RADIO & MODULATION

DSSS

MANAGEMENT
Interface      Ethernet
Device     IE or Netscape v6 or later

Telnet
SNMP v.3

SECURITY

STANDARDS
Operating     802.3,802.1Q and 802.1P
Certifications     FCC Part 15 and CSA

LEDs
Power
10M
100M
WLAN

MECHANICAL
Dimensions   9.5”W x 11.625”H x 4.25”D
Weight   7 lbs

ENVIRONMENTAL

Storage Temperature -20°C to +65°C

POWER REQUIREMENTS

WEP/AES                        64/128/152 bit

MAC                              Address Access Control List
802.1x                            EAP-MD5/TS/TTLS/PEAP

Heater OFF        0.6A @ 12.0 VDC
Heater ON         1.6A @ 12.0 VDC

Model AG-6001

Operating Temperature -10°C to +60°C

Multi-Point to Multi-Point AG-6005 AG-6005 1.4 miles

Wireless Data Rates 108 Mbps 54 Mbps 48 Mbps   

6 Mbps   5.5 Mbps 2 Mbps
12 Mbps 11 Mbps 9 Mbps   

(Automatic Fallback)     36 Mbps 24 Mbps 18 Mbps

Modulation      OFDM

Channel Bandwidth 40, 20, 10 and 5 MHz Wide Channel Selections

AG-6022 Dish Directional

Depends on channel
bandwidth selection

1 Mbps

AG-6001 Panel Directional
MODEL ANTENNA OMNI/DIRECT         NO. OF CHANNEL

additional AS-9 antenna is required for 4.8-5 GHz operation.

AG-6005 Rod Omni*

  The antenna supplied with AG-6005 works from 5-6 GHz only,*

*Frequency Range 4.8   to 6 GHz


