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120 OR 24 VAC -
12 VDC SUPPLY

POLE MOUNT

Model AH-79

Ordering Information

Additional Components
7400070A00 110 VAC / 12 VDC Power Supply Kit
7400071A00 24 VAC / 12 VDC Power Supply Kit
7400088D00 Pole Mount for >3” Dia. Pole
Option SA1          Analog Video and P/T/Z Control

WIRELESS ETHERNET CONFIGURATIONS
Operating Mode Base Unit Remote Unit Distance

Point to Multi-Point AG-6005 AG-6001 2 miles
Point to Point AG-6001 AG-6001 3 miles
Point to Multi-Point AG-6005 AG-6022 7 miles
Point to Point AG-6001 AG-6022 10 miles
Point to Point AG-6022 AG-6022 25 miles

Order one Base unit for head end plus a Remote unit for each independent switch,
video server, IP camera, etc.

RADIO & MODULATION

DSSS

MANAGEMENT
Interface      Ethernet
Device     IE or Netscape v6 or later

Telnet
SNMP v.3

SECURITY

STANDARDS
Operating     802.3,802.1Q and 802.1P
Certifications     FCC Part 15 and CSA

LEDs
Power
10M
100M
WLAN

MECHANICAL
Dimensions   9.5”W x 11.625”H x 4.25”D
Weight   7 lbs

ENVIRONMENTAL

Storage Temperature -20° C to +65° C

POWER REQUIREMENTS

WEP/AES                        64/128/152 bit

MAC                              Address Access Control List
802.1x                            EAP-MD5/TS/TTLS/PEAP

Heater OFF        0.6A @ 12.0 VDC
Heater ON         1.6A @ 12.0 VDC

Model AG-6001

Operating Temperature -10° C to +60° C

Multi-Point to Multi-Point AG-6005 AG-6005 1.4 miles

Extend low end to 4.81 GHz (contact factory)

Wireless Data Rates 108 Mbps 54 Mbps 48 Mbps   

6 Mbps   5.5 Mbps 2 Mbps
12 Mbps 11 Mbps 9 Mbps   

(Automatic Fallback)     36 Mbps 24 Mbps 18 Mbps

Frequency Range 4.91 to 5.825 GHz (standard)

Modulation      OFDM

Channel Bandwidth 40, 20, 10 and 5 MHz Wide Channel Selections

AG-6022 Dish Directional
AG-6005 Rod Omni

Depends on channel
bandwidth selection

1 Mbps

AG-6001 Panel Directional
MODEL ANTENNA OMNI/DIRECT         NO. OF CHANNEL


